
Alumunium Cross Beam Printhead Capping Height Adjustment 8 Printheads, Printhead Height Adjustable Panasonic MotorBYHX Board

Machine Type BriteJet-S Digital Inkjet Printer

Printhead Konica 512i / 30pl

Head Number 4 / 8 Heads

Max Resolution 1440 dpi

Printhead Height 2 to 4mm Above Media Adjustable

Print Wide 3.2M

280 sqm/h

180 sqm/h

240 sqm/h

140 sqm/h

110 sqm/h

2pass

3pass

2pass

3pass

4pass

360x360dpi

360x540dpi

480x360dpi

480x540dpi

480x720dpi

Ink Solvent Ink

Auto Media Feeding & 
Take-up System Auto Take-up System (Optional) & Auto Media Feeding (Equiped)

Heating System Adjustabel Pre+Mid+Post Heating+Cooling Fan and Infrared Heating

RIP Software Photoprint (Latest Version Software)

Power Requirements 220VAC±10%,<4A,50/60HZ / 220VAC±10%,16A,50/60HZ

Working Environment Temperature: 20°C~30°C, Humidity: 40%~70% RH

Media Type Flex Banner, Car Sticker, PVC, Fiberglass mess, Oneway Vision etc.

Interface USB 2.0

Operation System Windows 7, Windows 10

Packing Size L 4800mm x W 1030mm x H 1680mm
L 5050mm x W 1030mm x H 1300mm

Machine Size L 4630mm x W 970mm x H1430mm

Net Weight 700kgs

Gross Weight 850kgs

Print Mode (8 Heads)

Printing Speed

ResolutionPassSpeed
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