
Alumunium Cross Beam 8 Printheads, Printhead Height Adjustable Panasonic MotorDPCS BoardNew Heater System

Model BJX32-512i-8 BJX32-512i-4

Print Head 8 Konica Minolta 512i / 30 PL 4 Konica Minolta 512i / 30 PL

Printing Width 3200 mm

Printhead Height 2 to 4mm Above Media (Adjustable)

Printing Resolution Maximum 720 dpi

Color / Type CMYK / Solvent Ink Base

Media Heating System Integrated Tri-Heater System + Infrared Heating

Interface USB 3.0 

Machine Dimension / Weight 4960(W) x 1150(D) x 1600(H) mm / 640 kg 

Power Consumption Single Phase AC 220V, 50-60Hz, 16A

Printing Speed
2Pass
3Pass
4Pass

360x360 dpi
360x540 dpi
360x720 dpi

280 sqm/h
180 sqm/h
140 sqm/h

2Pass
3Pass
4Pass

360x360 dpi
360x540 dpi
360x720 dpi

140 sqm/h
  90 sqm/h
  70 sqm/h

Working Environment Temperature: 20°C~30°C, Humidity: 40%~70% RH

RIP Software Latest Photoprint Software 

Media Feeding Mode Automatic Feeder & Take Up System

Media Type Flexy Banner, Backlit, Cloth, Sticker Vinyl, Oneway Vision, Luster, Albatros  

Operating System Windows 7, Windows 10

Format File Tiff, Jpeg, Pdf and Common Image Format
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